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New technology developed with three
cutting edges by YG1 can be provided
very smooth cutting and exceptional
performance for high productivity

| Grade Features

High helix cutting edge
- Smooth cutting and low cutting force P20-P40

. 3 . M20-M40
High positive rake angle chip breaker $20-S40
- Optimized chip curl and minimized burr T

Wide wiper edge
- Excellent surface finish

Curved cutting edge
- Minimized mismatch

. Sub-micron substrate optimizes balance of toughness and wear resistance
Economical 3cutt|ng edges . Specialized PVD coating enhances adhesion and oxidation resistance for
positive insert prolonged tool life
Multi-Nano layer coating strengthens chipping and wear resistance
Gold color enables easy identification of used cutting edges

YG612 grade was able to get more than 20% better tool life than the existing
grade in various materials from carbon steel to mold steel at customers.

| Insert Item List

Cutting Conditions

Insert Designation = 5 & 8
Ap (mm) Feed (mm/z) & 2 S g T
No N N o
#
® o o o =
TPKT160508R-GN 0.5-1 0.27-0.05 718 | 781 | 779 | 780 E
® o o o
TPKT160516R-GN 2.0-11 0.27-0.05 784 | 785 | 786 | 787
® o o o
TPKT160524R-GN 3.0-11 0.27-0.05 788 | 789 | 790 | 791
o O
TPKT160508R-ST 0.5-1 0.17-0.05 759 | 758

| Features of cutter

v'True 909 shoulder milling v'Larger core size v/ Optimal insert placement
- Higher rigidity - More inserts for high productivity
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I Cutteritem list (Metric)

Fig. 1 DCONMS o L Dimension (mm) .
o. Item description CICT Coolant| Fig.

== DC DCSFMS | DCONMS LH LF APMX
' 17000941 | EQO-TP16-D3272C32-L150 2 32 - 32 40 150 11 [ ) 1
17000942 | E9O-TP16-D3272C32-L250 2 32 - 32 80 250 11 [ ] 1
T W 17000929 | E90-TP16-D3372C32-L200 2 33 - 32 40 200 11 [ ] 1
- 17001010 | E9O-TP16-D3372C32-L.250 2 33 - 32 40 250 11 [ ] 1
, e % - 17000944 |E90-TP16-D40Z3W32-L110 3 40 - 32 40 110 11 [ ] 1
® il - 17000945 | E9O-TP16-D4024C32-L200 4 40 - 32 40 200 11 [ ] 1
17000931 F90-TP16-D5024522 4 50 42 22 - 40 11 [ ) 2
Li* 17000932 FI0-TP16-D6375522 5 63 48 22 - 40 11 [ ) 2
Fig. 2 17000947 FO0-TP16-D6376522 6 63 48 22 - 40 11 [ ) 2
DCSFMS 17000948 F90-TP16-D80Z6527 6 80 56 27 - 50 11 [ ] 2
DCONMS 17000949 F90-TP16-D8027527 7 80 56 27 - 50 11 [ ) 2
17000950 F90-TP16-D10078532 8 100 67 32 - 50 11 [ ] 2
17000951 FO0-TP16-D125710S40 10 125 89 40 - 63 1 [ ] 2
— % Y 17000952 FO0-TP16-D125712540 12 125 89 40 - 63 1 [ ) 2
| O = 17000953 FO0-TP16-D160711540 il 160 110 40 - 63 1 X 2
17000955 F90-TP16-D200Z11S60 1M 200 160 60 - 63 11 X 2

I DC
I Spare part list | Recommendation cutting speed by work-piece material i
Part EDP No. Description Material VDI YG612 YG613 YGO012 YG5020 YG712

Screw 18000264 | TP2045105
Wrench | 18000256 | TPWBTP20

*Clamping Torque = 5Nm
< B.0.M of Wrench>

Part EDP No. Description Ferritic & Martensitic stainless steel
Handle | 18000210 | DH-H6
Bit 18000257 | DB-TP20

120~200 70~180
(394~656) (230~591)

130~250 70~200
(427~820) (230~656)

Austenitic stainless steel

Promotion Condition for End-users

Insert Cutter Type Insert Cutter

upto 125mm Wlth the purchase 10 pcs | Get a corresponding cutter
- inserts per pocket at2euro
Face Milling ot -
et a corresponding cutter
TPKT 16 from 126mm Purchase 10 pcs per pocket with 50% of discount
- Get a corresponding cutter
End Milling All Purchase 20 pcs per pocket 2t elro

- Send a promotion order separately from any regular order
- Clearly mention‘Promotion order’in e-mail or on order sheet

- Use each EDP No. of Inserts
Until End of 2023

Phone: +33172844070 https://www.ygl.kr E-mail: ygl@yg1l.eu “4/G YG-1 EUROPE



